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CONSTRUCTION DETAILS

INSTALL ELECTRICAL HANDHOLE

INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED
INSTALL 3 IN. SCHEDULE 80 RIGID PVC CONDUIT - SLOTTED
USE EXISTING HANDHOLE

USE EXISTING CONDUIT

4 IN. CONDUIT (SEE SIGNAL PLAN}

HANDHOLE (SEE SIGNAL PLAN)

BASE MOUNTED CABINET AND CONTROLLER (SEE SIGNAL PLAN)
USE EXISTING POLE MOUNTED CABINET AND CONTROLLER

USE EXISTING STRAIN POLE

USE EXISTING SPAN WIRE

REPLACE HANDHOLE FRAME AND COVER

INSTALL 3 IN. SCHEDULE B0 RIGID PVC CONDUIT - BCORED
ABANDON EXISTING HANDHOLE

ABANDON EXISTING CONDUIT

PAVED AREA

GENERAL NOTES

« INSTALL 12-~PAIR COMMUNICATION CABLE BETWEEN

THE PROPOSED CONTROLLER AT MD 140 AND MD S%1 AND
THE EXISTING CONTROLLER AT MD 140 AND DEDE ROAD.

. MAXIMUM SPACING OF HANDHOLES SHALL BE 200 F7.
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